
PT. Thermocool IndonesiaPT. Thermocool Indonesia







OUR BRAND

• THERMOCOOL

• THERMOSAVE• THERMOSAVE



OUR BUSINESS PARTNER

• SMARDT

• FUJI ELECTRIC• FUJI ELECTRIC

• DAIKIN

• HITACHI

• MITSUBISHI

• EBM PAPS• EBM PAPS

• BITZER

• ETC







Thermocool’s THCEX Split Wallmount and Ceiling Air Conditioning System are robustly Thermocool’s THCEX Split Wallmount and Ceiling Air Conditioning System are robustly 
designed and constructed for use in the harsh offshore, marine and petrochemical 
environment.

Materials and components are selected to provide resistance to corrosion, long service life 
and optimum reliability along with standard of common components across the range to 
ensure spare parts are always readily available at competitive prices.



SPECIFICATION THCW10CT THCW20CT THCW32CT THCW50CT THCW52CT 

Cooling Capacity 10.000 BTU/H 20.000 BTU/H 32.00 BTU/H 50.000 BTU/H 52.000 BTU/H 

Outdoor Point Conditions 35 - 37
o
C 35 - 37

o
C 35 - 37

o
C 35 - 37

o
C 35 - 37

o
C 

Power Supply 
1 Phase/208 – 

230V/60HZ 
1 Phase/ 

230V/60HZ 
3 Phase/ 460-

480V/60HZ 
3 Phase/ 460-

480V/60HZ 
3 Phase/ 460-

480V/60HZ 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Control Panel 

Control Panel Control Panel Control Panel Control Panel Control Panel 

Temperature Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 

Refrigerant Type 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 

INDOOR UNIT 

Dim Length, mm 810 810 810 890 890 

Dim Heigth, mm 276 276 276 550 550 

Dim Depth, mm 300 300 300 300 300 

Weight, Kg 22.2 24.5 29.8 34.5 35.8 

Casing Material Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel 

OUTDOOR UNIT OUTDOOR UNIT 

Dim Length, mm 897 897 897 956 956 

Dim Heigth, mm 605 605 698 788 788 

Dim Depth, mm 410 410 475 559 559 

Weight, Kg 65.7 66.9 78.5 85.5 89.8 

Compressor Hermetic Hermetic Hermetic Hermetic Hermetic 

Casing Material Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel 

AREA CLASSIFICATION 

Hazardous Area Class 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 

 



SPECIFICATION THCC30CT THCC50CT THCC52CT THCC62CT THCC72CT 

Cooling Capacity 30.00 BTU/H 50.000 BTU/H 52.000 BTU/H 62.000 BTU/H 72.000 BTU/H 

Outdoor Point Conditions 35 - 37
o
C 35 - 37

o
C 35 - 37

o
C 35 - 37

o
C 35 - 37

o
C 

Power Supply 
3 Phase/460 – 

480V/60HZ 
3 Phase/460 – 

480V/60HZ 
3 Phase/460 – 

480V/60HZ 
3 Phase/460 – 

480V/60HZ 
3 Phase/460 – 

480V/60HZ 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel Control Panel Control Panel Control Panel Control Panel Control Panel 

Temperature Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 

Refrigerant Type 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 

INDOOR UNIT 

Dim Length, mm 550 600 600 750 800 

Dim Heigth, mm 350 350 350 350 350 

Dim Depth, mm 885 885 885 1150 1150 

Weight, Kg 23.5 28.2 29.1 37.9 42.5 

Casing Material Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel 

OUTDOOR UNIT OUTDOOR UNIT 

Dim Length, mm 897 897 897 1100 1100 

Dim Heigth, mm 605 698 698 788 788 

Dim Depth, mm 410 475 475 650 650 

Weight, Kg 78.5 78.5 79.8 97.2 108.4 

Compressor Hermetic Hermetic Hermetic Hermetic Hermetic 

Casing Material Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel 

AREA CLASSIFICATION 

Hazardous Area Class 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 

 



• All Electrical Components are UL Approved
• Explosion Proof Overload protection on• Explosion Proof Overload protection on

Motors and Compressors
• Easily Accessible Motor for fast and Convenient

Service
• Non Sparking Condenser Fan and Blower

designs
• Aluminum Fin and Copper Tube Coils for

Maximum Heat Transfer
• Explosion Proof and General Purpose• Explosion Proof and General Purpose

Operational Controls
• Ceiling Assembly Included with Air Filter
• Operation, Maintenance & Installation

Manuals Included



• All Electrical Components are UL
ApprovedApproved

• Explosion Proof Overload protection on
Motors and Compressors

• Easily Accessible Motor for fast and
Convenient Service

• Non Sparking Condenser Fan and
Blower designs

• Aluminum Fin and Copper Tube Coils
for Maximum Heat Transferfor Maximum Heat Transfer

• Explosion Proof and General Purpose
Operational Controls

• Ceiling Assembly Included with Air
Filter

• Operation, Maintenance & Installation
Manuals Included



SPECIFICATION THCA50CT THCA75CT THCP100CT THCP110CT THCP130CT 

Cooling Capacity 50.000 BTU/H 75.000 BTU/H 100.000 BTU/H 110.000 BTU/H 130.000 BTU/H 

Outdoor Point Conditions 35 - 37
o
C 35 - 37

o
C 35 - 37

o
C 35 - 37

o
C 35 - 37

o
C 

Power Supply 
3 Phase /460 - 

480V/60HZ 
3 Phase /460 - 

480V/60HZ 
3 Phase /460 - 

480V/60HZ 
3 Phase /460 - 

480V/60HZ 
3 Phase /460 - 

480V/60HZ 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Integrate 

Control Panel 
Control Panel 

Control Panel Control Panel Control Panel Control Panel Control Panel 

Temperature Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 
Digital Remote 

Control 

Refrigerant Type 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 
R410A, R134A, 

R407C 

AHU UNIT  

Dim Length, mm 2500 2500 3150 3150 3150 

Dim Heigth, mm 950 950 950 950 950 

Dim Depth, mm 1250 1250 1250 1250 1250 

Weight, Kg 65.5 70.2 95.4 100.2 120.6 

Casing Material Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel 

AIR COOLED CONDENSING UNIT AIR COOLED CONDENSING UNIT 

Dim Length, mm 1050 1050 1460 1460 1460 

Dim Heigth, mm 950 950 950 950 950 

Dim Depth, mm 800 800 1250 1250 1250 

Weight, Kg 62.5 75.1 99.5 112 130.8 

Compressor Hermetic Hermetic Hermetic Hermetic Hermetic 

Casing Material Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel 

AREA CLASSIFICATION 

Hazardous Area Class 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 
Class 1-Zona 1- 

Group II A 

 



• All Electrical Components are UL
ApprovedApproved

• Explosion Proof Overload protection on
Motors and Compressors

• Easily Accessible Motor for fast and
Convenient Service

• Non Sparking Condenser Fan and
Blower designs

• Aluminum Fin and Copper Tube Coils for
Maximum Heat TransferMaximum Heat Transfer

• Explosion Proof and General Purpose
Operational Controls

• Ceiling Assembly Included with Air Filter
• Operation, Maintenance & Installation

Manuals Included



• Location : Irian Jaya - Indonesia
• Year of project : 2009
• Scope & Suplly : Condensing Unit Cap. 120.000 BTU/H   
• Indoor
• Electrical Panel Control
• Installation & Commisioning



• Location : Irian Jaya - Indonesia• Location : Irian Jaya - Indonesia
• Year of project : 2009
• Scope & Suplly : Condensing Unit Cap. 120.000 BTU/h
• Indoor
• Electrical Panel Control
• Installation & Commisioning



• Location : Irian Jaya - Indonesia
• Year of project : 2011
• Scope & Suplly : AHU Cap 15 TR, 20 TR, 25 TR
• Ducting System
• Electrical Panel Control
• Installation & Commisioning



• Location : Irian Jaya - Indonesia• Location : Irian Jaya - Indonesia
• Year of project : 2012
• Scope & Suplly : Split AC Explotion Proof Cap  2 TR, 3 TR, 5 TR 
• Electrical Panel Control
• Installation & Commisioning




